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ROKU
Flammi 12

Glazing blocks

Description

Flammi 12 is an impregnated glazing block with inorganic oxides as basic material; it does not contain any artificial
mineral fibres. The material has very good mechanical properties.

Classification A1 (non-combustible) in accordance with DIN EN 13501-1
Application Areas

+ ships & offshore
+ fire protection doors made of wood, steel or aluminium
« fire protection glazing

+ applications for the construction of chimneys, ovens and furnaces
+ as heat shield

Delivery & Packaging

ROKU® Flammi 12
Length 80 mm

8 mm, 10 mm, 12 mm, 14 mm,
Widths 18 mm, 20 mm, 22 mm, 24 mm,
26 mm, 29 mm, 40 mm

Thicknesses 3mm, 4 mm, 5 mm (£ 10 %)
The cut formats (lengths x widths) are manufactured on the basis of Please contact us for further information:
the general tolerance DIN ISO 2768-1-c. . +494105-40 90-14 == transportation@svt.de
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ROKU®
Flammi 12

Technical Data

Composition construction material on the basis of inorganic oxides
Material structure hard material

Bulk density [kg/m®] 87510 1020

Temperature resistance [°C] 1100

Impregnation [g/m?] 40 to 80

Safety information Please observe the safety data sheet.

Errors, misprints and changes reserved. Al of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (01/2024).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Products GmbH, Seevetal © Copyright svt Products GmbH, Seevetal. ROKU® is a registered trademark of svt Products GmbH, Seevetal.
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