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Description

Einsatzbereiche

Delivery & Packaging

KERAFIX® 2000

Insulating material

KERAFIX® 2000 is based on a chemical mix of calcium magnesium silicate; it ensures excellent thermal and physical 
stability up to 1200 °C.  
Special feature: KERAFIX® 2000 is a bio-soluble high temperature glazing tape.
Building material classification B2 (normal combustibility) in accordance with DIN 4102-1

• Ships & offshore
• Fire protection glazing as heat insulation
• Sealing material for industrial and domestic appliances
• Expansion joints
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KERAFIX® 2000 without additional lamination

width  
[mm]

length 
[mm]

thicknesses 
[mm]

KERAFIX® 2000 
classic 

(adhesive)
10–1000 max. 10 000 1–10

KERAFIX® 2000 is available in rolls or strips.  
The cut formats (lengths × widths) are manufactured on the basis 
of the general tolerance DIN ISO 2768-1-c. The formed parts 
and stamped parts are manufactured on the basis of the general 
tolerance DIN 7715-5-p2.

Please contact us for further information:
+49 4105-40 90-14 transportation@svt.de
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KERAFIX® 2000

2 of 2

Colour white/black
Composition insulating construction material on the basis of a chemical mix of calcium magnesium silicate
Material structure light, flexible and compressible roll material
Bulk density [kg/m³] 200 to 300
Temperature resistance [°C] 1200
Melting point [°C] above 1330
Tensile strength [N/mm2] from approx. 0.35
Thermal conductivity [W/m·K] 0.036 (at 10 °C)

Certificates General test certificate P-3074/3439-MPA BS


	TDS_FLAMMADUR E 292_EN
	TDS_FLAMMADUR E 292 T_EN
	TDS_GEAQUELLO E 234 T_EN
	TDS_GEAQUELLO E 824_EN
	TDS_GEAQUELLO E 824_EN
	TDS_GEAQUELLO R312 R380_EN
	TDS_svt_FLAMMADUR A365_EN
	TDS_svt_FLAMMADUR A365 T_EN
	TDS_svt_FLAMMADUR A365 Streifen_EN
	TDS_svt_GEAQUELLO E 234-Modules_EN
	TDS_svt_FLAMMADUR A 77 HF_EN
	TDS_svt_FLAMMADUR A 386_EN
	TDS_svt_FLAMMADUR E 711_EN
	ADS_GEAQUELLO E 950_EN
	ADS_GEAQUELLO CPS_EN
	TDS_svt_GEAQUELLO E 1000_EN
	TDS_svt I_PYRO-SAFE FLAMMOTECT-A_EN
	TDS_svt_GEAQUELLO E 950_EN
	TDS_svt_GEAQUELLO Stirnwandgebinde 120_EN

