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Description

Application Areas

Delivery & Packaging

PYRO-SAFE® B B 3100
Dimensions 1000 × 1000 mm ± 10 %

Thicknesses

1.0 mm to 6.0 mm; 8.0 mm; 10.0 mm 
or several layers ± 0.4 mm
Special formats, cuts or shaped parts 
are available on request.

PYRO-SAFE® 
B B 3100

Fire protection panel

PYRO-SAFE® B B 3100 is a special insulating panel made of natural aluminium and calcium silicates. 
The material used is free of fibres and represents no health hazard. The panel is highly fire resistant up to 1100 °C.

• Ships & offshore
• Battery safety

• Module and system level
• Storage and transport
• On request
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Please contact us for further information:
+49 4105-40 90-14 transportation@svt.de
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Technical Data

Errors, misprints and changes reserved. All of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (01/2024).  
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.  
© Copyright svt Products GmbH, Seevetal. PYRO-SAFE® is a registered trademark ® of svt Products GmbH, Seevetal.

Colour brown
Composition insulating panel made of aluminium and calcium silicates, compacted by organic binding agents
Material structure solid panel material
Bulk density 960 kg/m³ (±10 %)
Content of humidity < 3 mass %
Thermal conductivity 0.120 W/(m·K)
Temperature stability 1100 °C

Storage Do not store more than three pallets on top of each other.
Safety information Please observe the safety data sheet.

PYRO-SAFE® 
B B 3100
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