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ROKU®
V8 Gypsum Panel

Fire protection panel

Description

ROKU® V8 Gypsum Panels are made from various types of plaster and added cellulose fibres. The panels are
heavy-duty, harmless regarding to building biology and have a high edge stability

Fire behaviour A1 (non-combustible) in accordance with EN 13501-1
Application Areas

+ ships & offshore

+ as surface insulation in fire protection doors
* indoor areas

+ suitable for wet rooms

+ as insulation for tubular frame constructions

Delivery and Packaging

ROKU® V8 Gypsum Panel
Length 3039 mm (special lengths
available upon request)
Width 1279 + 1.0 mm (special widths
available upon request)
12.5mm/15mm/ 18 mm/22 mm
Thicknesses (special thicknesses available upon
request)
Available as panels. Tailored upon request. . :
The cut formats (lengths x widths) are manufactured on the basis of | Please contact us for further information:
the general tolerance DIN ISO 2768-1-c. . +494105-40 90-14 == transportation@svt.de
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Technical Data

Composition hardened natural gypsum with cellulose
Material structure firm panel material

Surface texture smooth on both sides

Bulk density [kg/m®] approx. 1150-1250

Thermal conductivity [W/m'K] 0.280*

pH value 7

* DIN 12664:2001-05

Processing Ensure that dust is minimised.
Storage Store in a dry area between -20 °C and +50 °C.

Errors, misprints and changes reserved. Al of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (01/2024).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Products GmbH, Seevetal © Copyright svt Products GmbH, Seevetal. ROKU® is a registered trademark of svt Products GmbH, Seevetal.
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