SV

Protect what matters.

FPP-N

Fire protection pillows

Description

High performance cooling fire protection pillows, which are particularly easy to install. The pillows can be used for
permanent as well as for temporary sealing. They can be used several times without losing their technical properties.

Application Areas

+ Cables and electrical lines up to max. 80 mm single diameter

+ Application in solid walls, plasterboard walls and solid floors

+ Can be used for permanent and temporary sealing

+ Especially suited for computer rooms because of dust and fibre free material

Delivery and Packaging

Fire protection pillows FPP-N

Packaging box

Size Dimensions [mm] Weight [mm] Quantity  ltem number
Small 250 x 50 (+ 10) x 25 (£ 10) approx. 120 10 0708000013
Medium 250 x 115 (£ 15) x 30 (£ 10) approx. 150 7 0708000014
Large 250 x 175 (+ 10) x 30 (+ 10) approx. 940 5 0708000015

Please contact us for further information:
B global@svt.de Orders: order@svt.de
S, +494105-40 90-0
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Technical Data

Small 250 x 50 (+ 10) x 25 (£ 10) mm
Dimensions Medium 250 x 115 (£ 15) x 30 (£ 10) mm
Large 250 x 175 (x 10) x 30 (x 10) mm
Small approx. 120 g
Weight Medium approx. 150 ¢
Large approx. 940 ¢

Store at 5 °C - 30 °C.
Storage Protect from frost, humidity and direct sunlight. Keep away from water.
Can be stored for at least 12 months after manufacturing date.

Do not cut pillows.

Ralevliiiomatey Please observe the safety data sheet.

Applications
Penetration seal
Certification System name Fire resistance class
FPP-N max. El 120 in acc. with
c € ETA-17/0242 Brandschutzkissen EN 13501-2

Errors, misprints and changes reserved. All of the information corresponds to the state of technology and the version of the standard that existed at the time of printing (02.2024).
We will gladly provide you with information on request regarding the legal and technical framework conditions or manufacturer specifications applicable to your individual case.
© Copyright svt Unternehmensgruppe, Seevetal. ROKU® is a registered trademark © of the svt group, Seevetal.
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